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1. Introduction:  PP Plastic Plywood 

  

   



2. Application to Construction Works 
 
Atheistic: PP plastic plywood formwork is usually applies to the “Exposed Concrete” architecture that requires high 
quality formwork to make sure it shows the beauty of the atheistic side of concrete. It could be applied on interior & 
exterior as the picture show below.  

 
Picture 1: Interior Exposed Concrete  



 
Picture 2: Exterior Exposed Concrete 
 



Performance: Apart form the appearance of the concrete, Square Circle PP plastic plywood formwork is widely apply in 
the infrastructure works like Bridges, Structural Walls, Structural Columns & Beams, Parking, Dam and High-rise 
Buildings.  
 
It is because our PP plastic plywood formwork has good insulation not like the normal plywood formwork, it helps the 
concrete change from liquid to solid without any delay even in the winter. The strength of the formwork has been test 
and high enough to withstand the concrete pouring in most of the situation, so the outcome of the concrete will not be 
affected by the breakage of the formwork.   
 

    



Picture 3: Bridges (column & road) 

  
Picture 4: Column & beams 

  
Picture 5: Parking (Ceiling & Floor)  



3. Specification  
- No Rendering / Plastering is needed after formwork strip off 

  
- Reuse up to 50 times with the formwork system (Steel frame) 
- Reuse up to 30 times by itself 

 
 
 
 
 
 
 
 
 



- WBP phenolic, 72 hours boiling 
- Edge coating by Waterproof Resin Painting or Plastic Banding available 

 
- Other wood type available: 
 
1. Poplar 
2. Eucalyptus 

- Anti-slip laminate available 

 



- High Nail-ability 

  
 
4. Size  
 
- Standard Thickness available 12mm, 15mm, 16mm, 18mm, 20mm, 21mm, 22mm, 25mm and 30mm 
 
- Other thickness can be customize    

 
- Standard size of PP Plastic Plywood Formwork surface area : 
 3’ x 6’ (980mm x 1830mm) 
 4’ x 8’ (1220mm x 2440mm) 
 1250mm x 2500mm 
 1220mm x 2745mm  
 1220mm x 3050mm  


